GREENCARE DB1 TECHNICAL DATA               Rev E JAN 2010

Frame size and type with occupant  performance test reference.

	frame ref


	seat width

ref mm
	seat depth

build mm
	chair total weight Kg
	max occ weight Kg
	rearward static
 stability in deg

	DB1S13 (short)
	330
	380 and 430
	13.0 Kg
	125
	9,15 &19

	DB1S15 (short)
	380
	380 and 430
	14.0 Kg
	125
	9,15 & 19

	DB1S16 (short)
	405
	380 and 430
	14.5Kg
	125
	9,15 & 19

	DB1S17 (short)
	430
	380 and 430
	15.5Kg
	125
	9,15 & 19

	DB1S18 (short)
	455
	380 and 430
	16.0Kg
	125
	9,15 & 19

	DB1L15 (long)
	380
	430 and 480
	15.0Kg
	135
	9,15 & 19

	DB1L16 (long)
	405
	430 and 480
	15.5Kg
	135
	9,15 & 19

	DB1L17 (long)
	430
	430 and 480
	16.0Kg
	135
	9,15 & 19

	DB1L18 (long)
	455
	430 and 480
	16.5Kg
	135
	9,15 & 19

	DB1L19 (long)
	480
	430 and 480
	17.0Kg
	135
	9,15 & 19

	DB1L20 (long)
	510
	430 and 480
	18.5Kg
	150
	9,15 & 19

	DB1L22 (long)
	560
	430 and 480
	19.0Kg
	150
	9,15 & 19

	DB1XL20 (xt long)
	510
	480 and 530
	20.0Kg
	175
	9,15 & 19

	     DB1XL22 (xt long)
	560
	480 and 530
	21.0Kg
	175
	9,15 & 19

	DB1XL24 (xt long)
	610
	480 and 530
	22.0Kg
	175
	9,15 & 19


Functional Dimensions

	  Measurement description
	 Option/setting
	Dimension

	Seat front edge to ground height
	Standard build 
	495mm

	Seat front edge to ground height
	Lowest seat build option
	415mm

	Seat front edge to ground height
	Highest seat build option
	535mm

	Backrest height from seat
	Standard build option
	480mm and 530mm

	Backrest height from seat
	With increasing adaptations
	up to 850mm

	Footrest height from seat
	Range of positions
	100mm to 500mm

	Footrest leg angle reference
	Range of support brackets
	90 to 115 deg

	Push handle centre to ground height
	Standard build option
	900mm and 1000mm

	Push handle centre to ground height
	With increasing adaptation
	Up to 1100mm

	Armrest height from seat
	C  Choice of three arm frames
	220mm 250mm 280mm 310mm

	360 deg turn DB1S mid position
	610mm(24 inch) wheel
	1250mm

	360 deg turn DB1S mid position
	315 mm and 405mm wheel
	1200mm

	360 deg turn DB1L mid position
	610mm(24 inch) wheel
	1300mm

	360 deg turn DB1 L mid position
	315 mm and 405mm wheel
	1250mm

	Wheelbase DB1 S 
	Range of positions
	350mm to 450mm

	Wheelbase DB1 L
	Range of positions
	400mm to 500mm

	Wheelbase DB1XL
	Range of positions
	450mm to 550mm

	Overall width all DB1 models 

( add width to advised dimension )
	Std occupant  wheel build
Narrow access wheel build 
	190mm plus seat width
155mm plus seat width

	Overall width all DB1 models 

( add width to advised dimension )
	315mm and 405mm wheel
	130mm plus seat width

	Overall length  fully assembled DB1S 
	610mm wheel mid pos
	980mm

	Overall length fully assembled DB1 L 
	610mm wheel mid pos
	1030mm

	Overall length fully assembled DB1XL 
	660mm wheel mid pos
	1105mm

	Length folded footrest detached DB1S
	610mm wheel mid pos
	650mm

	Length folded footrest detached DB1L
	610mm wheel mid pos
	700mm

	Length folded footrest detached DB1XL
	660mm wheel mid pos
	775mm

	Width folded occupant standard
Width folded narrow access
	All occupant propelled wheels 610mm ( 24inch )
	330mm
300mm

	Width folded attendant builds
	315mm and 405mm wheel
	270mm

	Stump support height range from seat
	Vertical adjustment
	75mm

	Elevating leg support angle
	From seat angle
	100 deg to horizontal


