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To be usd for R&D investigations, developments, and technical information
To be used for post market surveillance investigations.

OAD systems can be assembled on left or right side of wheelchair

Wheel mountings incorporating bearings are fitted into side frame modules

QD wheel version has a sprung telescopic bar to engage with wheel spindles.

Fixed wheel version has a folding linkage screwed to the wheel spindles.

Total weight of both OAD builds is 2Kg heavier than standard build.

Lifting weight of QD wheel version is 6Kg less than Fixed wheel version.
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Wheel height and position should be optimised to occupant reach.

Effective use requires skill and occupant training and practice is essential

Fixed wheel version is recommended for standard OAD applications.

CONCLUSION

None driving wheel without hand rim limits occupant weight to 135Kg.

REPORT NUMBER

Hemiplaegic, One Arm Drive adapted builds. Installation and application on DB1 chairs covering range 
of widths from DB1S13 to DB1L22 .
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APPROVED for circulation

Fixed wheel OAD has a folding linkage, shown open and folded. Also illustration of 
extended handle brake which occupant should reach from driving side

For feedback of difficulty using telescopic strut we recommend fixed version. REPORT BY DOB

summary

BUILD  NOTES

Brakes on each side are fitted with an extended operating handle.

QA action, sales action, corrective action, technical action RECOMMENDATION

Detachable OAD telescopic bar. This requires user strength to compress and engage. Also 
operation of OAD wheel by occupant gripping handrims on one side.

OBJECTIVE

Operation of OAD chairs requires user strength and control on driving side
Occupant should be able to grip both handrims together and separately

Handrims should be fitted to both wheels wherever possible.
Recommended service intervals on OAD builds is 6 months or less.

Assembly of telescopic bar on QD version requires strength and dexterity

Fixed wheel version requires less effort to store and assemble for use.

On both versions the driven wheel feels to have some lost movement.

APPLICATION NOTES

Positive engagement spring pressure is needed for operation of QD version.
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